6ES8 


Variable-Mu Twin Triode 


9-PIN MINIATURE TYPE 
GENERAL DATA 

Electrical: 

Heater, for Uni potential Cathodes: 

Voltage (AC or DC). 

Current. 

Direct Interelectrode Capacitances: 

Wi thout 
External 


6.3 

0.365 

With 

External 


volts 

amp 


Grid to plate (Eate'h unit) . . 

Shield 

1.9 

Shield a 
1.9 

W*f 

Plate to cathode (Each unit). 

0.18 

0.17 

HP-f 

Heater to cathode (Each unit). 

3 

3 b 

auf 

Plate of unit No.2 to plate 

of unit No.l. 

0.04 max. 

0.015 max 

uuf 

Plate of unit No.2 to grid 

of unit No.1. 

0.003 max. 

0.003 max 

MMf 

Grid of unit No.l to cathode 

of unit No.2. 

0.002 max. 

0.002 max. /x/xf 

Characteristics, Class A. Amplifier (Each Unit): 


PI ate Voltage. 

. . 90 

90 90 

vol ts 

Grid Voltage. 

. . -1.2 

-5 -9 

volts 

Plate Resistance (Approx.). . . 

. . 2500 

_ 

ohms 

T ransconductance. 

. . 12500 

625 125 

^tmhos 

Plate Current . 

. . 15 

- 

ma 

Mechanical: 

Operating Position. 

. 


. . Any 

Maximum Overal1 Length. 


. 

2-3/16" 

Maximum Seated Length . 


. . . . 1 

-15/16" 

Length, Base Seat to Bulb Top 

(Excluding tip) . 


. 1-9/16" 

± 3/32" 

Diameter. 


0.750" to 

0.875" 


Dimensional Outline . See General Section 

Bulb.T6-1/2 

Base.Small-Button Noval 9-Pin (JEDEC No.E9-l) 

Basing Designation for BOTTOM VIEW.9AJ 


Pint- Plate of 

Unit No.2 
Pin 2 - Grid of 

Unit No.2 
Pin 3 — Cathode of 
Unit No.2 
Pin 4 - Heater 
Pin 5- Heater 



Pin 6 - PI ate of 
Unit No.l 
Pin 7 - Grid of 

Unit No.l 
Pin 8 - Cathode of 
Unit No.l 
Pin 9-1 nternal 
Sh i el d 


RADIO CORPORATION OF AMERICA 

Electron Tube Division Harrison, N. J. 


DATA 

5-61 










































